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SAFTRONICS
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1.0 RECEIVING:

The Saftronics G3+ unit has been put through demanding tests at the factory prior to shipment. After
unpacking, please inspect the following:

- Verify the Part Numbers on packing slip/Invoice match the unit part numbers.
- Check for physical damage immediately. If any partofthe unitis damaged or missin g, notify shipper

immediately.

Nameplate Data: Example

Model:  CIMR-G3U40P7 Spec: 40P71E
AC Input AC Output
Volts: 380-460 Hz 50/60 Volts:  0-460 Hz 0 - 400
Phase: 3 Amps: 2.9
Phase: 3 Amps: 32 HP: 1.0 KVA:22

CIMR - G3U40P7 1E

T——(Blank): G3
Inverter j E: G3+
F: G3+
G3+ Series Enclosure 1: NEMA1

(Blank): Open Chassis
Specification

. Maximum Motor OQutput
U: UL Label OP7: HP (.75 KW)

D: UL Pending
Yoltage “P" indicates
‘21: igg;f a decimal
: int
5:575V pom

2.0 INSTALLATION:

Location

Location of this unit is important to achieve proper performance and normal operating life. The
G3 unit should be installed where the following conditions exits.

1. Ambient Temp. Enclosed type +14° F to 104° F(-10°C to 40°C)
Open Chassis type +14° F to 113° F(-10° to 45°C)

- Protected from rain and moisture.

. Protected from direct sunlight.

- Protected from corrosive or explosive gases or liquids.
- Free from airborne dust or metallic particles.

. Free from vibrations.

Free from magnetic noise.

In relative humidity of less than 95% non-condensation

®NAU A WN
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SAFTRONICS

2.0 INSTALLATION (CONTINUED)

L 2

Mounting Space:

A Front View

O

AEEE

=
o0
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O

O

|
< 2" or more

|
|
|
|
|
|
]
]
|
|
|
|
o0 |
|
|
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|
|
|
|
|
|
| |
|

2" or more —): <

.. Install G3+ unit vertically and allow sufficient space for cooling as shown on Fig. 1

B Side View

ot
e [T

Air Flow
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2.1 Dimensions

e rere—————— T —————

SAFTRONICS

A + '_rr f
T T
y
Y D + ’(*WZ—H i_.J'_
w "TA
Dimensions (Inches) )
Series Model W H o Mounting Cutout V\(llf)'sg':n
w1 H1 w2 H2
20P4, 20P7, 21P5 8.05 11.97 5.12 7.09 11.22 7.76 10.28 9
22P2, 23P7 8.05 11.97 6.50 7.09 11.22 7.76 10.67 15
25P5, 27P5 8.05 13.94 7.87 7.09 13.19 7.76 12.60 22
2011 11.81 | 23.62 9.84 11.02 | 19.69 9.17 18.58 73
2015 14.76 | 25.59 9.65 13.98 | 2165 { 12.09 | 20.43 73
230v 2018 18.50 | 27.56 | 10.24 17.52 | 23.62 12.00 | 20.77 101
2022 18.50 | 29.13 | 10.24 | 1752 | 2362 | 12.00 | 2077 101
2030 (1) 16.73 | 26.57 | 1102 | 1240 | 2579 | 1594 | 25.00 114
2037 (1) 1870 | 3150 | 11.02 | 1476 | 30.71 17.91 28.35 132
2045, 2055 (1) 18.70 | 3150 | 11.02 | 1476 | 3071 17.91 28.35 146
2075 (1) 23.62 | 5039 | 17.83 | 21.65 | 49.02 | 22.05 (4390 (3)] 343
40P4, 40P7, 41PS, 42P2 8.05 13.94 6.50 7.09 13.19 7.76 12.60 15
43P7, 45P5, 47P5 8.05 13.94 7.88 7.09 13.19 7.76 12.60 22
4011, 4015 11.81 23.62 | 10.31 11.02 | 19.69 9.37 18.54 73
4018, 4022 18.50 | 27.56 | 10.39 | 1752 | 2362 | 12.01 19.78 101
4030, 4037, 4045 19.29 | 3445 | 11.26 | 18.31 30.52 | 13.15 | 25.47 137
460V 4145 2598 | 44.29 | 11.26 | 24.80 | 39.37 | 19.06 | 33.07 227
4055 (1) 22.64 | 3642 | 11.02 | 1870 | 3543 | 21.85 | 32.60 197
4075 (1) 22.64 | 36.42 | 11.02 | 1870 | 3543 | 21.85 | 32.60 207
4110 (1) 22.64 | 3642 | 1299 | 1870 | 3543 | 21.85 | 32.95 233
4160 (1) 23.62 | 53.54 | 17.83 | 2165 | 52.17 | 2205 | 47.05 381
4185, 4220 (1) 3740 | 57.09 | 17.13 2 55.12 | 32.91 (|4890(3) 806
4300 (1) 3797 | 6299 | 17.91 (2) 61.02 | 3437 |54.92 (3)] 941
53P7, 55P5, 57P5 (1) 12.80 | 21.65 | 11.61 10.43 | 21.06 | 12.01 ]19.49(3)] 75
5011, 5015, 5018 (1) 1575 | 29.53 | 11.22 | 11.81 28.74 | 15.16 [26.46(3)] 99
— 5022, 5030, 5037 (1) 2067 | 3248 | 1299 | 16.73 | 3150 | 2008 | 29.21 155
5045, 5055 (1) 22.83 | 3740 | 1398 | 18.90 | 36.42 | 22.20 | 34.13 222
5075, 5090 (1) 2264 | 49.1 1299 | 18.70 | 48.23 | 20.55 [45.67 3)| 269
5110, 5160 (1) 2264 | 6299 | 1398 | 1870 | 61.81 20.55 |58.66 (3) 336

(1) Open chassis configuration.

(2) 6 mounting holes.

(3) Additional cutout required.
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Coast to Stop*

11

— +—{9]

Sequence Common

Contact Qutput - Run*

250VAC 1A
30VDC 1 A (SN20)

3.0 WIRING:
Typical Interconnection Diagram
FIG 3
Braking Resistor (Optional)
N -,
B &) &
N ~ B\\ﬁP B2
— o—D LI(R) B2 wym []
30 —_
Input —s -l L2(S V)T2
C/B [] o v []
—_— ‘o——JD L3(T) (W) T3 D
G3+ oo [fF—
' / l,.: " EWD
L Multi-
_/._E_:_ REV Function * Pro(:)_o]l(‘:i\(/)nal
I ) Analog
' Output to Output
— - 3 3| External Fault (SNgg) Frequency*
——0/0-}—5— Fault Reset Shieid
Master/Aux i . 1 Fault
Change* Al Contact
' Output
Multi-Speed i N - 250VAC 1A
Setting* _"/"""'@ MultiI-Function [19) SovDe 1A
Y —input
Jog L (SN15 - SN18)
Command* B
External __,/ ._:_:L- Multi-Function
;
L]
L]

2kQ2

2kQ

4-20mA

0-10V

*Factory Settings

Shield Connection

+ 15V

0-10V Input

35—

(0)%

4-20mA Input

ov

Zero Speed* ==

Multi-Function

Mutti-Function Analog Input
0-10V(SN 19)

ov

Shield Connection

-._ Common

Up to Output
26 Speed Serting* ~{— Open-Collector
m.

(SN21 - SN22)




3.1 Power terminal designation and wire size:

SAFTRONICS

Table 1 230V Class Wire Size

HP 75°C
. .| Model { CT . i Copper Wire
Circuit CIMR-G3U VT Terminal Symbol Tg::]el:/al Wi:\zl}pénge Type
] LI(R), L2(S), L3(T). .B1/(z. B2, TI(U), T2(V), T3(W) 14-10
204 |97 1 G(E) — M4 1o
LI(R), L2(S). L3(T). D) ,BUG® . B2, TI(U), T2(V), T3(W) 14- 10
20p7 ! 1.5 G(E) = M4 14-10
2 LI(R), L2(S), L3(T).[5,B1/(z). BZ, TI(U), TZ(V), T3(W) 14- 10
21P5 2 G(E) M4 570
3 LI(R), L2(5), L3(T).0) .BI/(p, B2, TI(U), T2(V), T3(W) 14-10
22P2 3 ) M4 3710
5 LI(R), L2(S), L3(T). .B1/(3). B2, TI(U), T2(V), T3(W) 10
23P7 s —om M4 10
LI(R), LX(S), L3(T).D) ,BI/(), B2, TI(U), T2(V), T3(W) 8
25ps |73 B OLLIO M5 -
LI(R), L2(S), LX(T).7) BI/ (3, BZ, TI(U), T2(V), T3(W) 8
27p5 |19 T G(E)} @ MS 3
s L1(R), L2(S), L3(T). BO/Q), BI/%), TI(U), T2(V), T3(W) | M6 4
2011 G(E) * 3-2
20 ¢I(r), €2(s) M4 14-10 Power
20 LI(R), L2(S), L3(T). BO/(), BI/%y), TI(U), T2(V), T3(W) | M8 3-1/0 Cable:
2015 G(E) * 8-2 6QOV
Main 25 [ d(n), a2(s) M4 [ 14-10 | Vinyl
L1(R), L2(5), L3(T). BO/(), BI/(y), TI(U), T2(V), T3(W) | M8 2-1/0 | Sheathed
2018 2 G(E) * -7 Lead
30 ¢1(r), €2(s) M3 14-10 or
LI(R), L2(5). L3(1), BO/(), BI7(2). TI(U). T2(V), T3(W) | M3 70| Equivalent
2022 |9 G(E) - 6-2
40 ¢1(n), £2(s) M4 14- 10
40 LI(R), L2(S), L3(T), . ®O1,E3. TI(U), T2(V), T3(W) MI10 2-4/0
2030%* G(E) * 4-2
50 ei(r), €2(s) M4 | 20-14
50 LI(R), L2(S), L3(T), &, D13, THU), T2(V), T3(W) MI0 | 2-4/0
2037** G(E) * 4-2
60 i), €2(s) M4 | 20-14
60 LI(R), L2(S), L3(T), &, O3, TI(U), T2(V), T3(W) MIO | 2-4/0
2045%* G(E) * 4.2
75 ¢I(r), €2(s) M4 | 20-14
75 L1(R), L2(S), LX), ©. ®1,E3. TI(U), T2(V), T3(W) Mio | 2-40
2055%* G(E) * 3.2
100 ™ 710, e2(s) M4 | 20-14
100 LI(R), L2(S), L3(T), . ®O1,03, TI(U), T2(V), T3(W) M12 | 4/0-MCM400
2075%* G(E) * 1-2/0
125 ¢l(n), €2(s) M4 | 20-14
Twisted
Control Cﬂ;m:: 1-32 M35 | 20-14 | ads"yif}l)da% 1
wiring oF equival.

* Indicates the use of Pressure Lug Terminals

** Not Low Noise Version

.. IMPORTANT ...

Voltage drop of leads should be considered
when selecting wire size




SAFTRONICS

3.1 Power terminal designation and wire size: (Continued)

Table 2 460V Class Wire Size

ng’ 75° C Copper
S Model . Terminal | Wire Range Wire
Circuit
ircui CIMRGIU T Terminal Symbol Screw Type
AWG
075 LIR), L2(S). LA .BIfD . B2, TI(U), T2(V), T3(W) e 14-10
40P4 1 G(E) 14-10
LI(R), L2(S), L3(D() .BIE . B2, TI(U), T2(V), T3(W) 14-10
aop7 | ! M4
i G(E) 14-10
5 LI(R), L2(S), L3A(T)(D ,BI( . B2, TI(U), T2(V), T3(W) 14- 10
41P5 M4
2 G(E) 14 - 10
3 LI(R), L2(S), L3A(T)(D ,BIf® , B2, TI(U), T2(V), T3(W) 14 - 10
42p2 | - M4
3 G(E) 14-10
LI(R), LZ(S), L3A(M)( BIG) . B2, TI(U), T2(V), T3(W) M4 14-10
a3p7 |9
, 5 G(E) M5 12-10
75 LI(R), L2(S), L3 BIE , B2, TI(U), T2(V), T3(W) M4 12-10
45P5 725 [ GE M5 | 12-10
0 LIR), L2(S), L3 BI( . B2, TI(U), T2(V), T3(W) M4 10
47P5 10 [ GE M5 10
s LI(R), L2(S), L3(DQ .B1{) , B2, TI(U), T2(V), T3(W) M5 8
Main 4011 ) GE®) : 10-2
20 el(n), €2(s) Md | 14-10 | Power
Cable:
1(R), L2(S), LA(T), BI{D , B2KD) . T1(U), T2(V), T3(W :
20 LI(R), L2(S), L3(T), BID , B2AD . TI(U), T2(V), T3(W) N:s 8 Sheathed
4015 G(E) 10-2 | Jeador
25 ¢1(r), €2(s) M4 14-10 | equivalent
LI(R), L2(3), L3(T), BOL) , BIfa) , T1(U), T2(V), T3(W) M6 6-4
25
4018 G(E) * 8-2
30 ¢1(r), €2(s) M4 14-10
LI(R), L2(S), L3(T), BOG) . B1(® , TI(U), T2(V), T3(W) M6 4
4022 30 G(BE) * 8§-2
40 ¢l(r), €2(s) M4 14-10
0 L1(R), L2(S), L3(T), BO(Y , B1{o) , TI(U), T2(V), T3(W) M6 4
4030 GE) * | 82
50 1(r), €2(s) M4 | 14-10
% LI(R), L2(S), L3(T), BOG) , BU® , TI(U), T2(V), T3(W) M8 3-1/0
4037 GE) * 8-2
60 1(r), €2(s) M4 14-10
60 LI(R), L2(S), L3(T), BOQD ., BI{®) , TI(U), T2(V), T3(W) M8 110
*%4045 G(E) * 6-2
75 ¢1(n), €2(s) M4 | 14-10
LI(R), L2(S), L3(T), BOD) ., BI® ., TI(U), T2(V), T3(W) M8 170
4145 60 G(E) * 6-2
75 ei(r), €2(s) M4 14-10

* Indicates the use of Pressure Lug Terminals
** Not Low Noise Version

.. IMPORTANT ..

Voltage drop of leads should be considered
when selecting wire size
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3.1 Power terminal designation and wire size: (Continued)

SAFTRONICS

Table 2 460V Class Wire Size

g¥ 75° C Copper
. Model . Terminal | Wire Range Wire
Circuit CIMR-G3U uT Terminal Symbol gmlw ¥ Type
AWG
LI(R), L2(S), LY. BI/G), BZ®), TI(U), T2(V). T3(W) | MI0 | 2-4/0
75
%4055 G(E) * 4.2
100 [ 21(r), €2 200 (s200). 2 400 (2400), x .y M4 | 20-14
LI(R), L2(S), LXT).D,BI/®, B2, TI(U), T2(V), T3(W) | MI0 | 2-4/0
wa0rs | GE i 4-2
150 | ¢1(r), €2 200 (4200). 2 400 (4400), x, y M4 | 20-14
LI(R), L2(S), LX(T).0) B/, B2 &), TI(UY, T2(V), T3(W) | MIO0 | 2-4/0
**¥4110 150 G(E) * 3-2
200 | 21(r), €2 200 (4200). €2 400 (s400), X, y M4 | 20-14
LI(R), L2(S), L3(T).00 B/, B2 (. TI(U), T2(VY, T3(W) | MI2 | 40-MCM400 g‘;;vl‘;’
Main | grep | 2% G(E) * 1-2/0 | Sheathed
250 ¢l(r), €2 200 (6200), €2 400 (¢400), x, y M4 20-14 | Leador
LI(R), L2(S), L3(D),O.® I, @3, TI(U), T2(V), TI(W) MI2 | MCM650x2p| equivalent
rrargs | 20 GE) * [ 10-20
300 [™21(r), €2 200 (4200), 2 400 (400), X .y M4 | 20-14
LI(R), L2(S), L3N, ®LE3, TI(W), T2(V), T3(W) MI2 | MCM650x2P
*%4220 0 GE) * 1/0 - 2/0
4001 ci(r), €2 (o) M4 | 20-14
400 LI(R), L2(S), L3(D),D.®1,®3, TI(U), T2(V), TI(W) M12 | MCM650x2P
£+4300 G(E) * 2/0
500 c1(n), 22 (o) M4 | 20-14
Common to|
Control | 411 models [-32 M35 20-14

* Indicates the use of Pressure Lug Terminals

** Not Low Noise Version

.. IMPORTANT ..

Voltage drop of leads should be considered
when selecting wire size




SAFTRONICS

3.1 Power terminal designation and wire size: (Continued)

Table 3 575V Class Wire Size

ap 75°C Coppes
Circuit C[mgfiégu VT Terminal Symbol T;rcr:::al Wi Range ,[V,Z, lprz
AWG
LI(R), L2(S), L3(T).0) .BI/®), B2, TI(U), T2(V), T3(W) M5 14-10
53pP7 > G(E) 14-10
5 .2 xy M4 | 20-14
. LI(R), L2(S), L3(T).O .BI/®. B2, TI(U), T2(V), T3(W) M5 12-10
55P5 G(E) M8 14-10
75 e, e2xy M4 | 20-14
LI(R), L2(5). L3(D.O B/, B2, TI(U), T2(V), T3(W) M5 | 12-10
stps | 10 G(E) ME 1410
10 ad,¢2xy MS8 20- 14
LI(R), L2(S), L3(N.O ,BU/G), B2, TI(U), T2(V), T3(W) M6 10-8
5011 5 G(B) M8 14-10
15 e, e, xy M4 | 20- 14
LI(R), L2(S), L3(D,(D. BI/®), B2, TI(U), T2(V), T3(W) M6 10-8
5015 20 G(E) M8 14-10
20 e xy M4 | 20- 14
LI(R), L2(S), L3(D).(D , BI/®, B2, TI(U), T2(V), T3(W) M6 10-8
soi8 | GE) M8 | 1410 IMPORTANT
25 e, e xy Ma | 20-14
0 LI(R), L2(S), L3(T), BO/(), BI{p), TI(U), T2(V), T3(W) M3 10-8 g‘;;"]zr Voltage drop
Main 5022 G(E) Mg 14-10 | gheathed of leads
0| d.axy M4 | 20-14] Leador should be
LI(R), L2(S), L3(T), BO/Q, B/, TI{U), T2(V), T3(W) M8 | 8-14 | equivalent considered
5030 * G(E) M8 | 14-10 when selecting
40 é, ez xy M4 12014 wire size
% LI(R), L2(S), L3(T), BO/O), BI/), TI(U), T2(V), T3(W) M8 | 22-38
5037 G(E) M8 | 14-10 -
50 ¢, 2, xy M4 20- 14
LI(R), L2(S), L3(T), BO/Q) , BIGp), TI(U), T2(V), T3(W) M8 | 22-38
soas |60 GE® M8 | 14-10
60 e, 2. xy M4 20- 14
LI(R), L2(S), L3(T), BO/Q) . BI/G), TI(U), T2(V), T3(W) M8 | 22-38
5055 & G(E) M8 14-10
75 a,e2,xy M4 | 20-14
LI(R), L2(S), L3(T), BO/Q) , BI/(3), TI(U), T2(V), T3(W) MIO | 60- 150
S075%* 100 G(E) M8 14-10
00121 2, xy M4 20- 14
LI(R), L(S), L3(T), BO/Q), B/, TI(U), T2(V), T3(W) MIO | 60- 150
5000%+ 125 G(E) M8 | 14-10
150 el e2,xy M4 20- 14
150 LI(R), L2(S), L3(T), BO/Q, BI/@), TI(U), T2(V), T3(W) MI2 | 100 - 200
5110** G(E) M8 14-10
200 a,e2,xy M4 20 - 14
200 LI(R), L2(S), L3(T), BO/Q), BI/G), T1(U), T2(V), T3(W) MI2 | 150- 200
5160** G(E) M8 | t4-10
225 eI, e2,xy M4 | 2014
Common to Tyiszed shicld.u.i lead
Coatrol all models I to32 M35 20- 14 ;r‘ljl:vc:la::ll wiring of

* Indicates the use of Pressure Lug Terminals
** Not Low Noise Version 9
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3.2 Control Circuit Terminals and Wiring

SAFTRONICS

e e e —— e

Table 4
NTerm Terminal Function Signal Type of Wire
umber
1 FWD Run by latched contact
2 REV Run by latched contact
3 External Fault Input
4 External Fault Reset +24 VDC 8mA .
5 Input Tv.vxsted
Shielded
6 Multi-Function Input Wire
7 (Sn15-Sni8) 18-14 AWG
8
9 Output contact
10 Multi-Function Output 250 VAC 1A
(Sn20) 30VDC
1T Sequence Input Common (OV)
12 Shield connection term. (G) Shield Connect.
13 0-10VDC master freq. ref. 0-10V 20KQ
14 4-20mA master freq. ref. 4-20mA 250Q
15 +15VDC power supply for speed +15V 20mA load
16 Multi-Function analog input ’
0-10VDC 0-10v/100% 20K
17 G (OV) ov
18 N.O. fault contact Output contact
19 N.C. fault contact 250 VAC 1A Twisted
20 Fault contact common 30VDC 1A Shiglded
21 +Multi-function analog output 18-14 AWG
22 -Multi-function analog output 0-10 vDC
(Sn05)
25 Muiti-function open collector
Output No. 1 (Sn21)
26 Multi-function open collector Open Collector
Output No. 2 (Sn22) 48 VDC, 50mA
27 Multi-function open collector
Output common

Note: There are no terminals numbered 23 and 24.
*Noise suppressors must be used on all coils of magnetic contactors, rela
etc., that are near the control wiring or drive unit.

ys, magnetic valves, magnetic relays,

UNIT SPECIFICATION

PART NUMBER

Lg. Magnetic Contactor

Control Relay

ATufd + 100Q

C500016

l

10



SAFTRONICS

3.3 Molded Case Circuit Breaker (MCCB), Input Fuses and Magnetic Contactor Sizing

When a ground fault interrupt is used, select one with a high frequency rejection capability, setting
. current should be 200mA or over, and an operating limit of 1 second to prevent nuisance trips.

If a magnetic contactor (MC) is used, NEVER use the MC to start or stop the drive. Otherwise,
premature drive failure may occur.

If a shunt trip is used on the MCCB, when tripped the motors will coast to stop.
If used, input fuses should be Gould Shawmut class AJT or equivalent.

Use Table 3, 6 or 7 for sizing MCCB, input fuse, and MC.

Table 5 Table 6 Table 7
230 V Series 460V Series 575V Series
Model G3U Rated Current Model G3U Rated Current Model G3U Rated Current
20P4 6A 40P4 SA 53P7 20A
20P7 10A 40P7 SA 55P5 20A
21P5 20A 41P5 10A 57P5 20A
22P2 20A 42P2 10A 5011 30A
23P7 30A 43P7 20A 5015 50A
25P5 50A 45P5 20A 5018 60A
27P5 60A 47P5 30A 5022 60A
2011 100A 4011 S0A 5030 100A
2015 100A 4015 60A 5037 100A
2018 150A 4018 80A 5045 100A
2022 150A 4022 100A 5055 150A
2030 225A 4030 100A 5075 225A
2037 225A 4037 150A 5090 225A
2045 300A 4045 150A 5110 300A
: 2055 400A 4145 150A 5160 400A
] 2075 600A 4055 225A
4075 300A
4110 400A
4160 600A
4185 600A
4220 800A
4300 1000A

3.4 General Wiring Practices
3.4.1 Main Circuit

This unit is not input phase sensitive, input phasing rotation does not affect output motor direction.

If motor rotation does not match the keypad digital display, interchange any 2 of the output leads (T1,
T2, T3).

Never connect AC main to output power terminals T1, T2, T3.

Never connect power factor correction capacitor tooutput T1, T2, T3. Never use capacitor start motor
on G3 units.

Never open or close output contactor while drive is running. Wiring distance should not exceed 164
ft. from inverter to motor. (Consult factory)

11
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3.4 General Wiring Practices (Continued)
3.4.2 Control Circuit

Always use specified wire type on all control wiring (see sec. 3.1).
Separation of all control wiring from main wiring must be done through separate conduit.
Wiring distance should not exceed 164 feet from inverter to control station.

All shields should be connected to terminal 12 as shown in Fig. 4.

Fig4

22

Inverter i
Side Peripheral

Unit

!

Term 12 Never Connect

3.4.3 Grounding

Ground wire should be connected to G3+ term G (E).
‘Ground leads should be less than 100 Ohm resistance.
Use ground leads which comply with AWG standards and make length as short as possible.

Never ground G3+ in common with welding machines, motors, and other large current electrical
equipment.

When grounding multiple units side by side, the following practices should be observed (See Fig 5).

Fig 5
Good Good Unacceptable
3.4.4 General Start-Up Caution
- CAUTION

All Potentiometers of G3+ units have been set at factory. DO NOT CHANGE SETTINGS.
Do not conduct dielectric test to unit. Disconnect motor to conduct motor megger test.
Control PC board uses CMOS IC's which are static sensitive. DO NOT TOUCH CMOS ELEMENTS.

Do not connect or disconnect wires or connectors while power is on.

12
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4.0 USING THE DIGITAL OPERATOR

—— oa— — —— — e e eeeem——

The Saftronics G3+ Inverter when received as a stand alone unit out of the box is programmed to
run from the digital display key pad.
Fig 6

. Mode Display LED -----------

' Red lamp lights in DRIVE mode
rand goes out in PRGM mode.

1 Red lamp lights at FWD run.
 Red lamp lights at REV run.

[[1

« Red lamp lights when controlled
. by external terminal commands.
; SEQ: When RUN/STOP signal is
' through terminals.

« REF: When frequency ref. is

« through terminals.

Display
Displays set value of each
REMOTE i itori
DRIVE FWDREV oECOEF function or momtormg values

such as frequency an
® ® & @ e output current. (5 digits)

Mode Selection Key

Depressing this key changes
mode. (DRIVE or PRGM)

DIGITAL Display Selection Key
OoP-100 Depressing this key changes
[ the display.

Read/ Write Key
DSPL Depressing this key recalls and
displays indicated data from

memory. Depressing the
DATA | second time enters displayed
ENTER data into memory.

—l__ Numeral Change Key

Changes numeral such as set
values and constant signals.
/\: Increment key
V: Decrement key

Digit Selection Key
Selects numerical digits. This
key resets operation at faults.
+ Run Command Key ---------- .
' STOP command is input.
(Motor stops in either mode.)
Red lamp lights by depressing STOP.

1
1
Run command key to E
operate by digital operator. '

)

Etfective only in drive mode.

« Select FWD or REV run.

« Effective only in DRIVE mode.

i While depressing this key,

» jog speed is selected.

. Effective only in DRIVE mode.
1

__________________________ J

3
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SAFTRONICS

4.0 USING THE DIGITAL OPERATOR (CONTINUED)

After power up. LED's should be per Table 8:

Table 8
Drive LED ON
FWD LED ON
REV LED OFF
Remote Seq. OFF
Remote Ref. OFF
Run LED OFF
Stop LED ON
Digital Read Out
™
Run Mode

-

With above screen showing, use the RESET key, to move the flashing digit to the 10's position

and use /\ key to set the desired frequency

TA .. . . . .
Press the E[I)\IATE R key, the digital display flashing will stop momentarily.

Then press the | RUN | key.

The stop LED will go out and the run LED will come on the drive will start accelerating to 60Hz.

14
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4.0 USING THE DIGITAL OPERATOR (CONTINUED)

NOTE!

Digit order is explained in the following diagram. This format will be used throughout
the entire manual.

As seen on the digital operator

|

Fourth Digit ——l l—- First Digit

Third Digit

Second Digit

16
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SAFTRONICS
\

5.3.1 bn Constants Description (Continued)

bn-09 : Energy-Saving Level Gain

Allows forreduced output voltage during running under lightly loaded conditions. This function can
help to eliminate motor/system vibration.

Accessible through setting value 63 into SN-15, 16, 17, or 18 and closing a contact to the
appropriate terminal 5, 6, 7, or 8. See page 51 for setting procedure.

bn-10 : Monitor Data on Power-up

This constant lets you set the order in which the data is displayed.
1) Frequency reference

2) Output frequency

3) Output current

bn-11 : Analog Monitor Channel Gain

Set Gain of multi-function analog output terminals 21 and 22 or Channel 1 of AO-08 and AO-12.
10V =XX%

Example
Setting bn-11 to 200, sets 5V to equal 100%.

bn-12 : Analog Monitor Channel 2 Gain

Same as bn-11 for Channel 2 of option cards AO-08 and AO-12.

22






SAFTRONICS

5.4 System Constants Sn -{_} [} (Continued)

Factory
TR Setti
Sn- Data Name System Constant Sn-;{_ ctting
4th [3rd [2cd | 1st | 43 21
Function digit | digit |digit |digit
Stall prevention during acceleration cnabled - — - 0
Stall prevention during acceleration disabled - — —_ 1
Stall prevention during deceleration enabled - - 0 —
. Stall prevention during deceleration disabled — - 1 -
10 Stall Prevention 0000
Stall prevention during running enabled - 0 — _
Stall prevention during running disabled - 1 — —
Decel time during stall prevention : "DECEL TIME 1" (bn-02 set value) 0 -— —_ —
Decel time during stall prevention : "DECEL TIME 2" (bn-04 set value) 1 - - —
No DB protecti lculated ided by i t — - - 0
DB resistor . protection calculated or provided by inverter
Protection provided for internal DB resistor only, if installed - - — 1
Fault Contact duringAuto | Fault contact is not energized during auto reset/restart operation | — - 0 -
11 | Reset/Restart Operation Fault contact is energized during auto reset/restart operation - — 1 — 0000
Momentary Power Operation stopped by momentary power loss detection — 0 - —
Loss Protection Operation continues during momentary power loss - 1 - | =
— Not used 0 — — _
External Fault External fault input ; Normal open-contact input - - - 0
Signal Level External fault input ; Normal closed-contact input - -] -
Receiving External External fault signal ; always detected — - 0 -
Fault Signal External fault signal ; detected while running only - | - _
12 Ramp stop (major fault) 0 - | -
Coasting to stop (major fault) 1 - | = 6100
Processing at i
External Fault Emergency stop (major fault) 1 0 .
Detection decelerates to stop by emergency stop time (bn-04 set value)
Operation to continue (minor fault) 1 1 - —_
— Not used - - 0 0
Deceleration to stop by bn-02 0 0 - | -
13 Stopping Method Coast to stop 0 1 —_ — 0000
at Fan Fault -
Detection (*2) Deceleration to stop by bn-04 1 0 - =
Operation to continue 1 1 — —
Electronic thermal motor protection effective — —_ — 0
Electronic thermal motor protection ineffective — - - 1
Electronic thermal characteristics are in _ _ 0 _
. accordance with standard motor
Motor Protection
(Electronic Thermal) Electronic thermal characteristics are in _ _ 1 .
accordance with constant torque motor
14 Electronic thermal characteristics are standard - 0 - - 0000
Electronic thermal characteristics are short-time rating - 1 - —
Inverter Protection OL: 103% continuous, 0 I _
Inverter 150% for one minute
Protection
(Electronic Inverter Protection OL: 113% continuous
Thermal) (*2) 123% for one minute ! - - -
15 | Terminal § Function{ O00-FF Selects terminal 5 function (factory set for multi-step speed referencel) 03
16 | Terminal 6 Function| 00-FF Selects terminal 6 function (factory set for multi-step speed reference2) 04
17 | Terminal 7 Function| 00-FF Selects terminal 7 function (factory set for jog frequency reference) 06

24
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—__________———-————'———'—__—_————————_—_—-—————___—_————

5.4.1 Sn Constants Description (Continued)

Sn-03: Operator Status
Factory setting = 0000

Setting of Sn-03 will determine which constants can be read or written to.

Sn-03 Drive Mode Program Mode

Setting enabled | Reading only Setting enabled Reading only
0000 An-, bn- Sn-, Cn- An-, bn,- Sn-, Cn-
0101 An- bn-, Sn-, Cn- An- bn-, Sn-, Cn-
1110 2-wire control initialized
1111 3-wire control initialized 4‘

NOTE: 1110 and 1111 are factory resets. All constants except Sn-01 and Sn-02 are reset to
factory. After successful reset, END will be displayed on digital operator. Setting of 3-wire
control also changes function of multi-function input terminals.

Sn-04 - Digit 1: Run Mode Selection #1

Factory setting = 1

Digit 1 = 0: Output frequency is set through the external terminal number 13

il
- —
iE

TN
—e

30

TN

Input —* L2

TN
CcB __o -— 13

. Butput frequency set by 2kQ

external speed reference

o

5] (+15VDC)

l_g](" ter Speed Ref)

2kQ

Digit 1 = 1:

N
—e

32

N

Input —* ’———4-2_]

0

1_‘711 o)

The output frequency is set through the Di gital Operator.

29

or 14
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5.4.1 Sn Constants Description (Continued)
Sn-07 : Run Mode Selection #4 (Overtorque Detection )

Factory setting = 0000
The Overtorque Detection Circuit allows you to set a current value in %Cn-26 that if exceeded will give an alarm.

Digit 1 =0:  Overtorque Detection disable.

Digit 1 =1:  Overtorque Detection enable.

Digit2=0: Overtorque Detection only during speed synchronization.

Digit2=1: Overtorque Detection always except during DC injection,

Digit3=0: Digital operator flashes OL3, operation continues.

Digit3=1: Same as =0, plus inverter trips, display shows OL3, and fault contacts are active.

Digit4 =0: Not used

Sn-08 : Run Mode Selection #5
Factory setting = 0000

Digit 1=0: Inverter recognizes frequency reference through option board (if installed).

Digit 1=1: Inverter recognizes frequency reference through external terminals or di gital operator.
(Also selectable through multi-function input Sn-15 through 18; set value2)

G3+
f reference Option o
2
=3
8
® —— (orts
y
0 o (D) is recognized
1o®@or (B isrecognized (selected by Sn-04) @

Digit 2 Selection run command location

Digit2 =0: Inverter recognizes run command through option board
(if installed).
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5.4.1 Sn Constants Description (Continued)
Sn-15 through 18 (Continued)

External Base Block (Set value = 08)

_‘A.—————E cas
lﬁfm —o/—\o—-——r_Q—l ,1—%
C/B —
e
> E_Pv
Lz
Run Run \
L [
fout fout :

- i
BBe [ L ag" .

—_— ] V out \
—> € eV

20 msec — > —

t = Cn-42 20 msec
Voltage recovery time

V out

® Base block is momentary if input while running.
* Base block latches if input after stop input.

External Base Block (Set value = 09)
Same as above except by opening contact.

47






Foft-2-cc~t- -—Kj-z)rT ==2°-QLj | - SELIE«E t-al2~02°—=§j 4]~ ¢ £JHE°T —2<c-2-°

e e

5.4.1 Sn Constants Description (Continued)

SAFTRONICS

Sn-20 to 22 : Multi-Function Contact Output Function Selection

Factory settings: Sn-20 =00

Sn-21=01

Sn-22 =02

Functions of output terminals 9 and 10 (dry contact), external terminal 25 (open collector), and
external terminal 26 (open collector), can be set independently by Sn-20, Sn-21, and Sn-22

respectively.
Contact is output after a signal has been detected for 0.1 second minimum

Description
Set Value Name Signal Level (Closed)
00 Output during operation Close: During operation
01 0 speed Close: 0 speed
02 Frequency (speed) Close: (Frequency reference - Cn-22) < output
Synchronization reference < (frequency reference + Cn-22)
03 Desired frequency (speed) Close: Set value 2 speed synchronization and;
synchronization (Cn-21 - Cn-22) < output frequency < (Cn-21 + Cn-22)

04 Frequency (speed) detection Close: Output frequency < Cn-21
05 Frequency (speed) detection Close: Output frequency > Cn-21
06 Inverter operation ready Close: Inverter operation ready
07 During UV Close: Momentary power loss status being detected
08 During BB Close: Inverter baseblock
09 Frequency reference mode Open: Operation by frequency reference from

external terminal

Close: Operation by frequency reference from operator

0A Operation reference mode Open: Operation by run command from

external terminal

Close: Operation by run command from operator

0B Overtorque detection Close: Overtorque detection
0C FREF missing Close: FREF missing
0D Braking resistor fault Close: Braking resistor overheating or braking

transistor fault
OE Major failure (FAULT) Close: Fault (excluding CPF00, CPF01)
OF Not used
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SAFTRONICS

5.5.1 Cn Constants Description (Continued)
Cn-02 through Cn-08

Factory settings: Cn - 02 = 060.0
Cn-03=230.0
Cn-04 =060.0
Cn-05=003.0
Cn-06=0172
Cn-07=001.5
Cn-08=011.5

For Customized V/f pattern

Frequency Setting Range: 00 400.0 Hz

Frequency Setting Increment: 0.1 Hz

Voltage Setting Range: 0- 255V /0-510V/0-733.1
Voltage Setting Increment: 01V

V max
(Cn-03)

Ve
(Cn-06)

Vmin |_____.
(Cn-08) ;

Y

F min FB FA F max
(Cn-07) (Cn-05) (Cn-04) (Cn-02)

Output Frequency (Hz)

Note: 1. Adjustment available only if Sn-02, Data "OF".
2. Double voltages shown for 460 Volt Series Inverter.
3. For 575 Volt Series Inverter, multiply voltages shown by 2.5.
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5.5.1 Cn Constants Description (Continued)
Cn-31: Motor Cable to Cable Resistance
Factory setting: dependent on Sn - 01 setting.
Setting Range:  0.000 - 65.535

Setting Increment:  0.001 Ohm

Refer to the following graph.

Cn-32: Iron Loss

Factory setting: dependent on Sn - 01 setting.
Setting Range:  0- 65535 W

Setting Increment: 1W

Refer to the following graph.

Cn-33: Torque Compensation limiter
Factory setting: dependent on Sn - 01 setting.
Setting Range: 0 - 50V (230V Series)

0 - 100V (460V Series)

0- 125V (575 Series)

V3 Vac Iac Cos ¢ - WI - Reable

Compensated Value ~ (
Frequency

WI=Cn-32
Rcable = Cn-31
Kt = bn-07
Refer to the following graph.

)x Kt

Cn-31, 32, 33 ( Continued)

Full Range, Automatic Torque Compensation

Auto Torque Boosl
Vit Pattern

Output
Voltage

k Programmed V/t Pattem
d)

(No Loa:

fout

1.5Hz 60 Hz

Output frequency
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SAFTRONICS

6.0 USING THE DIGITAL OPERATOR FOR PROGRAMMING

The Saftronics G3+ unit An and bn constants can be changed while the drive is running.
EXAMPLE #1: You want to change Jog Frequency from 6.0 Hz to 10.0 Hz.

Find An constant number for jog frequency reference (An-09).

Press | DSPL | key until An-01 is displayed.

Press /\ key until An-09 is displayed.

When An-09 is displayed, press _DATA key.
PRYCL P 1 ENTER|

Display will read :] D E D |:

Use RﬁT and /\ key to change DDEDD o
0O

When display reads D D . D D press E% key

and display will read END momentarily.

Jog frequency is now set to 10.0Hz.

Press | DSPL ' key to scroll to display desired.

The Saftronics G3+ Units Sn and Cn constants can be displayed while running but not changed while running.

EXAMPLE #2: You want to read which V/F pattern is programmed into unit (Sn-02).

, e h .
Press | DSPL | and RESET key at the same time.

Sn-01 will be displayed, press /\ key until display reads Sn-02.

79






Eoft-2- e~k —=j-<z)- T —=2°-2=QL | | § BEHIE<E E—=l£~02°——§j+)~ j=¢F £JH£° —z<c-2-°



SAFTRONICS

8.0 PROGRAMMING FOR EXTERNAL CONTROL (CONTINUED)

Remote Start/Stop with Speed Pot

30 * L1 ]
B e 3 Sn-04 = 0000 iE

- %FWD
: 2] ReV

- —18] bn-04 Decel Time

L E_PV
&
‘11§ + 15VDC

{13 0- 10V Input

::E

Remote Start/Stop with 0 - 10VDC Speed Signal

30 © I m
c/B s 3 i
Sn-04 = 0000

A ——-/H——% FWD
2

REV
ov

‘?ILE_SJL'N‘J =

0 - 10V Supply <‘ P

L]

A NOTE: 2 wire control. Use latched contacts.

ATrim Resistor. Use Trim resistor to trim +15VDC with speed pot at MAX otherwise, you
will have a "deadband" on the upper end of speed pot.
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8.0 PROGRAMMING FOR EXTERNAL CONTROL (CONTINUED)

Remote Speed Control by 4-20 MA transducer/generator with REV Lockout

30 - L1 . [
Input FE S G3 T2
c/B . L2 T2
—% +—3 Sn-04 = 0000 T3]

Sn-05 = 0010

A Sn-06 = 0100

A i-——-— FWD
i

) ‘[_}—@

i R

3 1

4-20MA Speed Ref

Transducer P (250Q)
o oV
A NOTE: For Inverse Speed Reference Function
<«— 164 FT MAX —>
2 seperate selectable Decel Time
T e 1
30 - [T
Input ———< L2 G3+ 2]
c/B
& T bn-01=10 T3
E bn-02=10 [:
bn-03=10
bn - 04 = 01
Sn - 04 = 0000
Sn-19=07
) o
2] REV f
i—+—{8] bn-04 Decel Time 0 L i0sec | L 40 sec
T ‘_—“j ov
12 : : i 1sec
£=—15 +15VDC
13 0- 10V Input
! oV

bn-01 |  bn-04 |

Term 11 to 8
Open: Deceleration time = bn 02
Closed: Deceleration time = bn (4



Eoft-2- e~k —=j-<z)- T —=2°-2=QL | | § BEHIE<E E—=l£~02°——§j+)~ j=¢F £JH£° —z<c-2-°



Eoft-2- e~k —=j-<z)- T —=2°-2=QL | | § BEHIE<E E—=l£~02°——§j+)~ j=¢F £JH£° —z<c-2-°



Eoft-2—cc~t - —=j-<<z)rT ==L 1§ SELIE«E -]t~ ——§j 1]~ =0 £JHE°T —2ec-2-°

SAFTRONICS

10.0 ELEMENTARY DIAGRAM DESCRIPTION

COMPONENT

FUNCTION

MOV"S

MOV'S (metal oxide varistors) are located on the input side of inverter,
connected phase to phase. MOV"S are designed to protect electrical
equipment from voltage surges or transients.

(DM1)
Diode
Bridge

The inverter has a diode front, which converts incoming AC voltage to a
DC voltage.

A shorted diode bridge will usually cause input fuses or C/B to trip upon
power up.

Anopendiode bridge will notlet DC bus charge up to proper operating level
and will display a UU fault.

Check the diode by using an-ohm meter in the RX1 scale. Measure from
AC input to the (+) positive output, and from AC input to (-) negative
output swapping leads on each. Resistance will below in one direction and
very high in other direction.

NOTE: When replacing diode bridge it is important to use a thermal
component to heatsink. Failure to do this will result in shortened
device life. '

Precharge
Resistor
and
Main
Circuit

The precharge resistor and MC contactor work together to provide a "soft-
charge" circuit to the DC bus. Applying a DC voltage directly into a
capacitor causes large in-rush currents. To eliminate the in-rush current a
resistor is put in between the (+) positive side of diode bridge and the DC
bus, to slow charge DC bus. Once the DC bus is charged to a specific level,
voltage is applied to the coil of the MC contactor and shorts out resistor,
taking it out of circuit.

The inverter will usually display a UU fault when this circuit is faulty.

1. Check resistor by ohming out across the input and output of MC
contactor. Look for open circuit.

2. If digital operator responds slowly to a command or if LED segments
are dim check MC contactor coil to see if coil is open. Also check for
mechanical damage by pressing activator on contactor to ensure free
movement and proper seating of contacts.

3. On the larger inverter units (15SHP and above) an answer contact is used
to verify that the coil has been energized and the contactor has pulled in.
If an answer contact is not received a UU3 will be displayed.
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SAFTRONICS
%

10.0 ELEMENTARY DIAGRAM DESCRIPTION (CONTINUED)

COMPONENT FUNCTION

The DC bus is the "storage and power plant" for the output section. The
inverter looks at the DC bus for the under voltage and over voltage trip
points.

DC Bus
A bad DC bus capacitor can be identified by checking the pressure relief
plug, located on the top to the cap between the + and - terminals. If this plug
israised orifasmall holeis present, the capacitoris bad. Itis recommended
to replace all DC bus caps as the others may have been stressed. Ensure
replacement caps are properly formed before reapplying power.

The DC bus fuse is used to protect the inverter not the transistors. A FU
faultindicates the DC bus fuse is open and drive will not operate. Anopen
DC fuse indicates that there are output transistors damaged.

DC Bus

Fuse DO NOT REPLACE DC FUSE WITHOUT CHECKING AND RE-

PLACING DAMAGED TRANSISTORS.

Failure to replace damaged transistors will result in further damage to the
inverter.

Definition: Insulated gate Bi-Polar transistors.

IGBT's differ from Bi -Polar transistors in two main ways.
TRM1-3 . . .
1. The base is insulated from the emitter and collector, resistance from

emitter-base or base-collector will read infinite.
Output

Transistors 2. The IGBT is a voltage dependent device unlike a Bi-Polar transistor

which is a current dependent device. This allows for much smaller driver
IGBT circuits and less power consumption.

The IGBT's take the DC bus voltage and chop it into a pulse width
modulated (PWM) waveform.

DCCT-D.C. Current transformer. When a current is passed through the
DCCT's winding a DC voltage is produced. The DCCT's are the current
feedback to the inverter.

DCCT Ifyou are experiencing OL or OC nuisance trips one or more of the DCCT's
may be bad.

DO NOT ATTEMPT TO ADJUST POTS ON DCCT. DAMAGE TO
INVERTER MAY RESULT.
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11.0 ELEMENTARY DIAGRAMS

Typical Elementary Diagram for 230V Series
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11.0 ELEMENTARY DIAGRAMS (CONTINUED)

Typical Elementary Diagram for 460V Series
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12.0 TROUBLESHOOTING GUIDE

1. Main Circuit Checks
a. Input Diodes (DM1)

b. DC Bus Fuse (FU1)

[¢]

. Output IGBT (TRM1)

[N

. Pre-charge Res. (R1)

e. IMC Contactor (MC1)

lal

Braking Trans. (BTR)

ga

. Cooling Fan (FAN1)

MAIN CIRCUIT CHECKS

2. Board Level Checks
a. 24VDC Power Supply Checks
b. 15VDC Power Supply Checks
¢. QGate Signals
d. PWM Output Waveform

e. Current Output Waveform

CAUTION: Before checking any component in drive, be sure charge lamp is off and input power locked out.

A. Input Diode Check

Test Equipment: Ohm Meter to RX1 Scale

Measure resistance between L1, L2, L3 and + - bus.
Diodes should block current in on direction and pass current in other direction.

Models Positive Point Negative Point
20P4-27P5 Bl (3 S
2011-2022 B/ (¥ B0 (O
2030-2075 ®1 O
40P4-47P5 BI/ (1) BO/ (O)
4011-4L45 BI/ (O Bo/(D)
4055-4300 ®1 ®
53P7-5018 Bl/ (¥) S
5022-5160 B (3 Bo/(©)
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SPARE PARTS LIST (CONTINUED)

Spare Parts for 460V Class (continued)

Model | Specifications {  Control PC Board | Power Board | Main Circuit | Main Circuit |  DC Bus Cooling Fan
Transistor Diode

PN E001056-75 E001056-61 | E001067-82 | E001057-34_| E001060-44 E001062-74
4055 | MODEL | ETC61320X-S601X| ETC67030X | CM400HA-24 | 160Q2G43 | CR6L-200/UL| THAIV-U7SS6MX

QTY 1 1 6 6 1 2

PN E001056-75 E001056-65 | E001067-82 | E00105734 | FO001060-45 E001062-74
4075 | MODEL | ETC61320X-S601X| ETC67031X | CM400HA-24 | 160Q2G43 | CR6L-300/UL| THAIV-U7556MX

QTY I 1 6 6 I 2

PN E001056-75 E001056-68 | F001057-71 | E001057.34 | F60300421 E001062-74
4110 | MODEL | ETC61320X-S601X| ETC67035X | CM30OHA-24E(P)] _160Q02Ga3 A70P350 | THAIV-U7556MX

QTY I 1 12 9 1 2

PN E001036-75 E001056-64 | E001057-72 | FO001057-06 | FG0300433 E001062-74
4160 | MODEL | ETC61320X-S601X| ETC67039X_| CM0HA-24EQP)| RM250DZ-24 | A70P600 | THAIV-U7556MX

QrY I 1 2 6 I 2

PN E001074-18 E001056-96 E001057-06 E001062-95
4185 | MODEL | ETC61601X-S0031 | ETC67037X RM250DZ-24 EUX350X

OTY I i [0) 6 ) 3

PN E001074-18 E001056-96 E001057-06 E001062-95
4220 | MODEL | ETC61601X-S0031 | ETC67037X RM250DZ-24 EUX350X

QTY I I D) 6 ) 3

PN E001074-18 E001056-97 E001057-06 E001062-95
4300 | MODEL | ETC61601X-S0031 | ETC67041X RM250DZ-24 EUX350X

QTY 1 I 0 9 &) 3

Notes: (1) consult factory.
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